PROJECT DESCRIPTION

GENERAL

THIS PROJECT INVOLVES THE INSTALLATION OF INTERCONNECT AND SYSTEM DETECTION ON MD 24 3
gggTéﬂggﬁﬁgcg%gggT?ENBYNUMK RED PUMP ROAD TO MD 23 IN HARFORD COUNTY. MD 24 IS AgSﬁMEgE%gEgﬂN IN A

MD 24 AND MD 23

THE DETECTOR RACK SHOULD BE RETROFITTED TQ INSTALL FOUR (4) FOUR-CHANNEL. TIME-DELAY-
L.OOP DETECTOR AMPLIFIERS IN THE EXISTING BASE MOUNTED CABINET. ELe TIME-DELAY-OUTPUT

MD_24 AND SPENGCEQOLA DRJVE

éfg?ﬁ%% ONE (1) FOUR-CHANNEL. TIME-DELAY-OUTPUT LOOP DETECTOR AMPLIFIER IN THE EXISTING BASE MOUNTED

CABINET —~OUTPUT LOOP DETECTOR AMPLIFIER IN THE EXISTING BASE MOUNTED

EQUIPMENT LIST “A”

A. EQUIPMENT TQ BE SUPPLIED BY THE SHA

ITEM NO. QUANTITY DESCRIPTION

9000 1 EACH RETRO-FIT DETECTOR RACK

9016 © EACH FOUR~CHANNEL + TIME-DELAY~QUTPUT. LOOP DETECTOR AMPLIFIER
9045 1 EACH CONTROLLER. MASTER ASC 10.000 WITH TELEMETRY

B. EQUIPMENT TQO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR

EQUIPMENT LIST "B”

EQUIPMENT LIST “C”

C. EQUIPMENT TO BE REMOVED AND RETURNED TOQ SHA
ALL REMOVED SIGNAL MATERIALS SHALL BECOME PROPERTY OF THE CONTRACTOR

MAINTENANCE OF TRAFFIC

THE FOLLOWING TRAFFIC CONTROL STANDARDS SHALL BE REFERENCED FOR THE PROJECT.

STANDARD NQ. MD-104.00 - 104.00-30 STANDARD NO. MD-104.45~01 {(RIGHT LANE CLOSURE)
STANDARD NGQ. MD-104.38-01 (RIGHT LANE CLOSURE) STANDARD NO. MD-104.49-01 (SHOULDER WORK )
STANDARD NO. MD-104.43-01 (SHOULDER WORK)

PROJECT CONTACTS

THE CONTACT PERSONS FOR SHA ARE AS FOLLOWS:

MR. RANDALL SCOTT MR. JOE MGMAHON
ASSISTANT DISTRICT ENGINEER - TRAFFIC ACTIN

PRONE: (410) 321-2781,2785 PHO&E? ?i§5§1g;1g£éE}T1Es ENGINEER
MR. DAVE RAMSEY MR. RICHARD L. DAFF. SR

ASSISTANT DISTRICT ENGINEER - MAINTENANC . TRAFFIC AT 10N

PHONE: (410) 321-2761 € gﬂéﬁi: Iﬁﬁgﬁlgaggggggxows DIVISION

MR. EDWARD RODENHIZER
CHIEF. SIGNAL OPERATIONS SECTION - Q0TS
PHONE: (410) 787-7652

WIRING DIAGRAM

c,D

LW

WIRING KEY

A,B,C,D

.D| 2-CONDUCTOR ELECTRICAL
F 3 ?ﬁ-gLE&LL;MJINgM)SHIELD:ED A,.B,C.D
oH - - WG MD 24 AND BYNUM/ RED PUMP ROAD

W - LOOP WIRE (ND. 14 A.W.G.) F.G

E‘\\\\ LW

E.F, E.F.G
MD 24 AND SPENCEQOLA DRIVE

ITEM _
NUMBER QUANTITY JUNIT DESCRIPTION
1001 1 EA | Maintenance of Traffic
2002 3 EA |Test Pit Excavation
Furnish and Install 3 Inch Polyvinyl Chioride Electrical
8051 6400 LF Conduit (Trenched) |
8052 350 LE F umrsh and Install 4 Inch Polyvinyl Chioride Electrical
Conduit (Bored)
Furnish and Install 4 Inch Polyvinyl Chloride Electrical
8053 30 LF Conduit (Trenched)
8064 900 LF Furnlsh and Instalt 3 Inch Schedule 80 Rigid PVC
Conduit - Bored
Furnish and Install 1 Inch Liquid Tight Flexible Non-
8068 90 LF Metallic Conduit for Detector Wire Sleeve
8072 43 EA |Furnish and Install Electrical Handhole
8076 9200 LE Furnish and Install 12 Pair Communication Cable
(Underground)
Furnish and Install Electrical Cable - 2 Conductor
8081 950 LF (Aluminum Shielded) | '
Fumish and Install Loop Wire Encased in Flexible
8087 12001 LF | 3uping (No. 14 AW.G)
8088 480 LF [Furnish and Install Saw Cut for Signal (LLoop Detector)
Furnish and Install 2 Inch Schedule 80 Rigid PVC
Neg 30 LF Conduit - Trenched
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